
H y d r o L e n s

E X T R A S  A V A I L A B L E

• Handling tints
• Pastel tints – see pastel tints guide

• Opaque tints (67% material)
• Black pupils

C A N  A I D  T H E  F O L L O W I N G
• Myopia

• Hyperopia

D E S I G N

• Spherical blended front surface
• Spherical blended back surface

A versatile soft lens available in a wide range of materials and parameters, optimised to give the best
oxygen transmissibility and handling characteristics. If the patient requires a tint to enhance their eye

colour, assist with handling or change their iris colour, our wide range of tints are available on selected
materials.

• Base Curve 6.60 to 10.40 (0.10 steps)
• Diameter 11.00 to 20.00 (0.50 steps) – SiH 18.00mm max.
• Power -/+ 30.00D (0.25D steps) – higher powers may be
available.

All measurements are in mm unless otherwise stated.

Parameter combinations may be restricted to certain
materials – please contact us for further information. 

P A R A M E T E R S

• Contaflex 38% water content Filcon 1 (8)
• Contaflex 67% water content Filcon 2 (37)
• Contaflex 77% water content Filcon 2 (46)

• GM Advance 58% water content Acofilcon A (25)
• Definitive 65% water content SiH Safrofilcon 5B (62)

M A T E R I A L  O P T I O N S

F I T T I N G
Refer to our Hydro range fitting guide available on our
website.

M O D A L I T Y
12 months maximum. Replacement frequency is at the
discretion of the eye care professional.
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